
WELLPOINT LOG

PROJ. NAME: LOCATION:

DRILLING METHOD:
DRILLER:

LOGGED BY: DATE:

GROUND ELEVATION:

DEPTH TO FIRST WATER:
DEPTH OF BORING/WELLPOINT:
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Asphalt (~5" thick) with GRAVEL
baserock, fine, sandy, fine to coarse,
silty, sligthtly moist, medium dense

SAND, fine, silty, medium dense,
slightly moist, medium brown

SILT, trace clay, trace sand, fine, soft,
moist, dark grey

SAND, fine to coarse, few gravel, fine,
dense, slightly moist, light brown

GRAVEL, fine, rounded, sandy, fine to
coarse, trace silt, dense, slightly
moist, light brown

SILTSTONE, with fine sand, with clay,
moderately indurated, slightly moist,
olive green

Total depth of broing - 15.0 Feet BGS
Boring backfilled with cement grout

Sand is fine to medium from 3-7'

Becomes wet

Granite Const. Ukiah Hot Plant Ukiah, CA

Fisch Drilling

R. Rueber 5/5/06

~640 Feet (NAVD 1988)

15.0 / 15.0 Feet BGS
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Macro Core

GeoProbe ~12.0 Feet BGS

B-101

11.0-15.0 Feet BGS

Stainless Steel Rod

Stainless Steel
Retractable Screen
(11-15')
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